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Abstract: An alternative multirod solar laser end-side-pumping concept, based on the megawatt
solar furnace in France, is proposed to significantly improve the TEM00-mode solar laser output
power level and its beam brightness through a novel zigzag beam merging technique. A solar flux
homogenizer was used to deliver nearly the same pump power to multiple core-doped Nd:YAG laser
rods within a water-cooled pump cavity through a fused silica window. Compared to the previous
multibeam solar laser station concepts for the same solar furnace, the present approach can allow the
production of high-power TEM00-mode solar laser beams with high beam brightness. An average of
1.06 W TEM00-mode laser power was numerically extracted from each of 1657 rods, resulting in a
total of 1.8 kW. More importantly, by mounting 399 rods at a 30◦ angle of inclination and employing
the beam merging technique, a maximum of 5.2 kW total TEM00-mode laser power was numerically
extracted from 37 laser beams, averaging 141 W from each merged beam. The highest solar laser
beam brightness figure of merit achieved was 148 W, corresponding to an improvement of 23 times
in relation to the previous experimental record.

Keywords: beam merging; multirod; Nd:YAG; solar furnace; solar flux homogenizer; solar laser;
TEM00-mode

1. Introduction

The production of coherent and narrowband laser radiation from broadband solar
radiation has gained an ever-increasing importance over the years, providing cost-effective
solutions to laser radiation in a more sustainable way. Powered by the largest and most
exploitable renewable energy resource, solar-pumped laser systems may offer design sim-
plicity and dismissal of artificial power generation and conditioning equipment. They are
especially suited for space-based applications wherein extended run times are required
and compactness, reliability, and efficiency are critical, including wireless power trans-
mission [1], deep-space optical communications [2], laser propulsion [3], and asteroid
deflection [4]. In addition, its use can be of value for terrestrial applications, in fields such
as thermochemistry and materials processing [5–7].

Although the first report of a solar-pumped maser occurred in the 1960s [8], it was
only in the 21st century that the most significant progress in solar laser research was made,
when aiming to boost the collection efficiency [9–16]—defined as solar laser output power
per unit of primary concentrator area [9]. The current record is 32.5 W/m2, reached through
end-side-pumping a single Cr:Nd:YAG ceramic rod with 4.5 mm diameter and 35 mm
length, in 2018 [15]. Brightness figure of merit—given by the quotient between the output
laser power and the product of the beam quality factors M2

x and M2
y [9]—is another key

parameter for evaluation of the laser performance. In 2017, using a single 4-mm diameter,
35-mm length Nd:YAG rod, the experimental record of 6.46 W brightness figure of merit
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was attained, as well as a 7.9 W/m2 TEM00-mode collection efficiency [16]. However, the
exposure of a single rod to a large amount of pump power can induce excessive heat within
it and, consequently, substantial thermal stress effects [17]. These effects are conducive
to laser beam distortion, depolarization loss, and fracture of the laser rod, which occurs
when the stress originated from the temperature gradients in the laser material surpasses
its tensile length [18]. Moreover, overcoming this hindrance is of paramount importance
when scaling the laser power without hampering its beam quality [19]. The reduction of
the rod diameter makes it more thermally resistant and can improve considerably the beam
quality, even though the laser power production could then be severely limited.

Nd:YAG is the most commonly used laser material for highly intense solar pumping
in light of the appropriate spectroscopic properties of the dopant [20], and the excellent
thermomechanical properties of the host material, giving it great resilience and durabil-
ity [21]. Its availability and low cost compared to alternative laser materials are also factors
that are taken into consideration. The Nd:YAG laser is a four-level system, as depicted
by the simplified energy level diagram in Figure 1. The laser beams are typically emitted
at a wavelength of 1064 nm, originated from the transition from the 4F3/2 to the 4I11/2
levels [18]. In a four-level laser medium, the lower laser level is well above the ground state,
being quickly depopulated by multiple phonon transitions. This means that reabsorption
of the laser radiation can be avoided, and a lower threshold pump power can be achieved,
making it easier to obtain stimulated emission with relatively low pump power.

Energies 2021, 14, x FOR PEER REVIEW 2 of 16 
 

 

another key parameter for evaluation of the laser performance. In 2017, using a single 4-
mm diameter, 35-mm length Nd:YAG rod, the experimental record of 6.46 W brightness 
figure of merit was attained, as well as a 7.9 W/m2 TEM00-mode collection efficiency [16]. 
However, the exposure of a single rod to a large amount of pump power can induce 
excessive heat within it and, consequently, substantial thermal stress effects [17]. These 
effects are conducive to laser beam distortion, depolarization loss, and fracture of the laser 
rod, which occurs when the stress originated from the temperature gradients in the laser 
material surpasses its tensile length [18]. Moreover, overcoming this hindrance is of 
paramount importance when scaling the laser power without hampering its beam quality [19]. 
The reduction of the rod diameter makes it more thermally resistant and can improve 
considerably the beam quality, even though the laser power production could then be 
severely limited. 

Nd:YAG is the most commonly used laser material for highly intense solar pumping 
in light of the appropriate spectroscopic properties of the dopant [20], and the excellent 
thermomechanical properties of the host material, giving it great resilience and durability 
[21]. Its availability and low cost compared to alternative laser materials are also factors 
that are taken into consideration. The Nd:YAG laser is a four-level system, as depicted by 
the simplified energy level diagram in Figure 1. The laser beams are typically emitted at 
a wavelength of 1064 nm, originated from the transition from the 4F3/2 to the 4I11/2 levels 
[18]. In a four-level laser medium, the lower laser level is well above the ground state, 
being quickly depopulated by multiple phonon transitions. This means that reabsorption 
of the laser radiation can be avoided, and a lower threshold pump power can be achieved, 
making it easier to obtain stimulated emission with relatively low pump power. 

 
Figure 1. Simplified energy level diagram of Nd:YAG (based on [18]). 

Core-doped ceramic media, which are laser active only in their core, possess a 
cladding around it with the same properties as the host material. The cladding can be 
either undoped or doped with a different material that efficiently absorbs light at the 
signal wavelength. This technology arose with the purpose of enhancing the brightness of 
diode-pumped solid-state lasers, compared to that with conventional single-crystal laser 
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Core-doped ceramic media, which are laser active only in their core, possess a cladding
around it with the same properties as the host material. The cladding can be either undoped
or doped with a different material that efficiently absorbs light at the signal wavelength.
This technology arose with the purpose of enhancing the brightness of diode-pumped
solid-state lasers, compared to that with conventional single-crystal laser media [22,23], and
has shown to be promising for solar laser research [24–27]. Since the cross-section of the
laser rod is widened by the cladding, the laser active region has room for wider Gaussian
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intensity distributions without truncating its wings. The upper laser level becomes even
more populated than the lower level with the increase of the average intensity in the doped
part of the laser rod, and a more efficient built-up inversion can be obtained. Therefore,
the higher the population inversion, the more efficient the laser power production is. The
impact of diffraction losses on the laser beam quality may also be diminished [22,23].

As previously mentioned, lasers are indispensable materials-processing tools, as they
enable the productivity enhancement that manufacturers look for to extend their business
to new segments. In recent times, this search has resulted in the simultaneous emission of
several laser beams on a single workpiece, where each one could be optimized to perform
only a part of the overall process [28]. It has proven its effectiveness in applications such as
welding, brazing, surface texturing [28], microstructuring [29], laser ablation, drilling, and
cutting [30,31], achieving more positive outcomes compared to that with the conventional
single laser beam. In similar fashion, researchers have been proposing concepts based
on the distribution of concentrated radiation among multiple rods [32–39] to abate the
thermal stress effects. Through numerical work, multirod laser stations have shown great
potential to be used in megawatt solar furnaces (MWSF) [32,36,38]. For the MWSF of
Procédés, Matériaux et Energie Solaire—Centre National de la Recherche Scientifique
(PROMES-CNRS), total multimode solar laser power of 22.84 kW was numerically attained
from a side-pumping laser system with a solar flux homogenizer and 12 Nd:YAG rods
of 10 mm diameter and 516 mm length, resulting in 12.48 W/m2 collection and 2.28%
solar-to-laser power conversion efficiencies [36]. This concept, however, displayed strong
thermal lensing in each rod, impairing the laser beam quality. In consideration of this, a
32-rod side-pumping scheme was proposed for that same facility [38]. With rods of 6 mm
diameter and eight different lengths, it showed a considerable alleviation of the thermal
lensing effects and improvement of the laser beam quality factors, possibly enabling the
generation of 9.44 kW total laser power from 32 laser beams with quasi-Gaussian profiles.
Nevertheless, in both these schemes, the thermal lensing was still very pronounced in
the large diameter rods, so operating with rods with smaller diameter was not possible.
The maximum extraction of TEM00-mode solar laser is only conceivable by adopting laser
rods of small diameter and resonator configurations of large-mode volume, which leads
to a substantial improvement of the laser beam quality [16,40–44]. Gaussian TEM00-mode
laser beams are desired for many applications due to having the lowest divergence and,
consequently, the highest intensity and brightness, allowing greater energy concentration
for long distances [18]. This type of laser beam is typically used in materials processing as
a result of the preservation of its shape when passing through an optical system consisting
of multiple elements employed to guide the laser radiation to the workpiece [45]. These
features, coupled with the possibility to be focused to a diffraction-limited spot, make
TEM00-mode laser beams the best option for microfabrication applications [45], for example.
Moreover, by making use of a laser beam merging technique, TEM00-mode laser beams of
higher power, enhanced beam quality and, thus, higher brightness can be obtained [46].

In that regard, an alternative multirod end-side-pumping concept is proposed to sig-
nificantly improve the TEM00-mode solar laser output power level and its beam brightness
through a novel zigzag multirod laser beam merging technique. It comprised of the MWSF
of PROMES-CNRS for collection and concentration of solar light, a solar flux homogenizer
with hexagonal shaped faces, and multiple arrays of core-doped Nd-YAG rods placed
after a fused silica window at the homogenizer’s output face. Surrounding these rods is a
hexagonal shaped pump cavity, used to help in providing approximately the same amount
of solar power to pump each rod. All of the design parameters of the present approach
were numerically optimized on both Zemax® nonsequential ray-tracing and laser cavity
analysis and design (LASCAD™) software.
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2. Description of the Multibeam Solar Laser Station
2.1. Megawatt Solar Furnace of PROMES-CNRS

The MWSF of the PROMES-CNRS laboratory (Figure 2), in Odeillo, France, is com-
prised of a 63-heliostat field with a total surface area of 2835 m2 and a 1830 m2 facetted
truncated parabolic mirror with 18 m focal length, mounted on the north face of an eight-
story building [47]. The 63 heliostats are distributed among eight flat terraces at different
heights, placed in staggered rows (Figure 2c). Each heliostat tracks the Sun, collects the
solar rays and redirects them horizontally toward the parabolic mirror. It then focuses
1 MW of solar power into an 80 cm diameter Gaussian spot, reaching a peak flux value
beyond 10 W/mm2 [48]. The light source in Zemax® was programmed accordingly for the
design and optimization of the multirod end-side-pumping concept, by manually adjusting
the GX and GY parameters, which represent the Gaussian distribution parameters in the x-
and y-axes. The desired light distribution at the focus was attained at GX = GY = 29,000.
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2.2. Solar Flux Homogenizer and Arrays of Core-Doped Nd:YAG Rods

The concentrated solar radiation from the parabolic mirror was received by a hollow
homogenizer, with hexagonal input and output faces, placed at the focal zone (Figure 3a).
Its role was to reshape the Gaussian solar pump light distribution at its input face into a
nearly uniform one at its output end. Both end faces of the homogenizer were designed to
present an apothem of 203 mm, while a 390 mm length was necessary to attain the desired
type of solar pump light distribution at the exit. An inner wall reflectivity of 98% and an
active back-face water cooling of the homogenizer were considered.

As depicted in Figure 3a, at the homogenizer’s input face, the concentrated solar
radiation presented a Gaussian distribution with a 10.21 W/mm2 peak flux. The solar
rays underwent multiple reflections along its length, and a nearly uniform profile with an
average flux of 4.38 W/mm2 was achieved at the output end, after which a thin hexagonal
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fused silica window was positioned. At the input/output face of the homogenizer, a solar
rays’ rim angle of nearly 80◦ was also found.
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Figure 3. (a) 3D and (b) top view of the solar flux homogenizer, 1657 laser rods and the hexagonal reflector. The concentrated
light distribution at the input and output faces of the homogenizer is also presented in (a). (c) Top view of a core-doped
Nd:YAG rod. (d) Cross-sectional view of the lower part of the system, showing the central row (row 0, represented in (b))
with 47 solar laser rods, and the extraction of a laser beam from each one. L represents the separation length between the
highly reflective (HR) at pumping wavelength coating on the lower end face of the rod and the partially reflective (PR) at
1064 nm output mirror.

Below the fused silica window, 1657 core-doped Nd:YAG laser rods were mounted
vertically (Figure 3b,d), totaling 47 rows with different number of rods. Each rod had a
45 mm length and was composed of a cylindrical Nd:YAG core with a 3.5 mm diameter,
and a hexagonal undoped YAG cladding with a 4.5 mm apothem (Figure 3c). With both
homogenizer and undoped YAG claddings being hexagonal shaped, the rods could be
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uniformly tiled on a flat plane with minimal gap losses. Surrounding the rods was a
hexagonal reflector with a 206 mm apothem, 39 mm length, and 98% reflectivity for its
inner walls. A single rod holder was used for mechanical fixation of the lower end of all
core-doped Nd:YAG rods. The rods, the lower face of the fused silica window and the
inner walls of the hexagonal reflector were water cooled, entering from the space between
the fused silica window and the reflector, and exiting from the one between the rod holder
and that same reflector. The cooling water helped in handling the temperature regulation
because of its high thermal conductivity, as well as specific heat and low viscosity.

For the extraction of a laser beam, a highly reflective (HR) at the laser emission
wavelength (1064 nm) coating was added to the top surface of each core-doped Nd:YAG
rod. This coating, the laser rod and a partially reflective (PR) at 1064 nm output mirror
constituted the laser resonator. The lower surface of each laser rod had a HR at pumping
wavelength coating to help maximize the pump power.

3. Numerical Modeling of the Multibeam Solar Laser Station

3.1. Modeling of the Optical Design Parameters through Zemax® Software

For the optimization of the design parameters in Zemax®, a 1000 W/m2 solar irradi-
ance, typical during clear sunny days in Odeillo, France, was considered in the analysis.
22 peak absorption wavelengths for the 1.0 at. % Nd:YAG medium were programmed
and the spectral irradiance values at each one were used as reference data for the light
source, after consulting the standard solar spectrum for AM1.5 [49]. These spectral peaks
were positioned at 527 nm, 531 nm, 568 nm, 578 nm, 586 nm, 592 nm, 732 nm, 736 nm,
743 nm, 746 nm, 753 nm, 758 nm, 790 nm, 793 nm, 803 nm, 805 nm, 808 nm, 811 nm, 815 nm,
820 nm, 865 nm, and 880 nm. Each peak wavelength and the corresponding absorption
coefficient were also added to the glass catalog data of Zemax® for the Nd:YAG material.
The parameters of the light source were first adjusted until a Gaussian profile, identical
to that from the MWSF [48], was obtained at the focal spot (inset of Figure 3a). After that,
the 16% overlap between the absorption spectrum of the Nd:YAG medium and the solar
spectrum [50] was considered when estimating its effective pump power for the numerical
analysis of the absorbed pump flux power and distribution within the core-doped Nd:YAG
rods. Furthermore, the absorption spectra and wavelength-dependent refractive indices
of fused silica and water were added to the glass catalog data of Zemax® to account for
absorption losses in those media.

For the analysis of the numerical data within each rod, a detector volume, divided
into several voxels, was necessary. The absorbed pump power was obtained through the
sum of the power from each individual voxel. The number of analysis rays and voxels
were tuned to acquire more accurate results and better image resolution of the detector.
Figure 4 shows the absorbed pump flux distribution profiles in the longitudinal and four
transversal cross-sections of one of the core-doped Nd:YAG laser media. The red color
represents maximum pump flux of 0.25 W/mm3, while blue is attributed to the laser rod
regions where there is little or no absorption.

Due to the presence of the solar flux homogenizer, each core-doped rod exhibited
absorbed pump flux distribution profiles similar to the ones in Figure 4, with the highest
values being detected near the upper end face of the rod. Two regions of higher absorbed
pump flux are present here, with a significant decline occurring between them as a result
of the refraction of solar rays at the water/YAG and YAG/Nd:YAG interfaces. In addition,
an increase of the absorbed pump flux with the distance to the rod’s optical axis can be
observed in the transversal cross-section profiles.

The absorbed pump flux data obtained from Zemax® were then processed in the
LASCAD™ software in order to optimize the solar laser output power associated with the
resonator beam parameters. The design parameters of the scheme were further optimized
in Zemax® based on these results.
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Figure 4. Absorbed pump flux distribution in the longitudinal and four transversal cross-sections of
one core-doped Nd:YAG rod.

3.2. Optimization of the TEM00-Mode Laser Extraction from Each Core-Doped Nd:YAG Medium
through LASCAD™ Software

For the LASCAD™ analysis, a 2.8 × 10−19 cm2 stimulated emission cross-section, a
230 µs fluorescence lifetime [18], and a 0.003 cm−1 typical absorption and scattering loss
for the 1.0 at. % Nd:YAG medium were implemented. Moreover, the mean absorbed and
intensity-weighted solar pump wavelength of 660 nm was considered [21].

The thermal induced effects in the 3.5 mm diameter, 45 mm length Nd:YAG cores
were numerically analyzed in LASCAD™. Figure 5 shows an example of the thermal
performance of one of the Nd:YAG cores. Maximum heat load of 0.14 W/mm3 was
attained, as well as a temperature of 306.2 K. A 8.87 N/mm2 maximum stress intensity was
also observed, which is significantly lower than the Nd:YAG material’s stress fracture limit
of about 200 N/mm2 [51]. Therefore, the rods would perform relatively well under highly
intense solar pumping.
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Each laser resonator was composed of two opposing mirrors, representing the HR
1064 nm coating and the PR 1064 nm output mirror, whose optical axes were aligned with
that of the laser rod. A PR mirror reflectivity of 97% provided the maximum TEM00-mode
laser power.

When the pump power exerts strong influence on the laser rod’s thermal lens, the
resonator length plays a crucial role in maximizing the extraction of TEM00-mode laser
beams with high brightness. In a resonator, the smallest size and divergence of a laser beam
is obtained by its fundamental transverse mode [18]. For short resonators, the TEM00-mode
poorly matches the active region and laser oscillates in several modes, which leads to high
M2 factors. With the increase of the resonator length, the size of the TEM00-mode beam
within the rod also increases, as well as diffraction losses at the rod edges. Consequently,
higher order modes can be eliminated. A long resonator was then chosen, to the detriment
of laser power, so that only the fundamental mode could oscillate, improving the beam
quality and, thus, its brightness [18]. To facilitate the oscillation of TEM00-mode, a laser rod
of small diameter had to be used since it behaves as an aperture. The separation length and
the radius of curvature (RoC) of the PR mirror were also optimized. Figure 6 depicts the
laser resonator design for one of the Nd:YAG cores to extract a TEM00-mode laser beam.
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In this end-side-pumping scheme, the thermal lensing effects were much less notice-
able than in the previous 32-rod side-pumping concept with 6-mm diameter rods for the
same solar furnace [38]. This made the use of thinner rods possible, which were pivotal in
maximizing the TEM00-mode laser power extraction with much longer resonant cavities.
From each 3.5 mm diameter, 45 mm length Nd:YAG core, an average of 1.06 W TEM00-
mode solar laser power was numerically extracted, resulting in a total of about 1.8 kW.
Each TEM00-mode laser beam displayed good quality factors (M2

x = 1.29, M2
y = 1.02), albeit

attaining a brightness of only 0.81 W. Total laser power of 15.2 kW in multimode regime
was also numerically attained, with an average of 9.18 W from each individual rod, by
reducing the resonant cavity length to 50 mm.

4. Extraction of Multiple TEM00-Mode Laser Beams with Higher Brightness

By inclining each rod and positioning them at a certain distance from the fused silica
window, a zigzag beam merging technique can be implemented to enable the extraction
of brighter TEM00-mode laser beams, despite having to reduce the number of rods. The
angle of inclination of the rods should not be too low to avoid high laser beam transmission
losses in the cooling water, since they would have to be positioned at a large distance from
the fused silica window.

At approximately 7.62 mm below the fused silica window, 399 core-doped Nd:YAG
laser rods were mounted at a 30◦ angle of inclination (Figure 7), which was the angle that
also provided the highest absorbed pump power for each rod. This totals 35 rows with
different number of rods, occupying almost the same space as the previous case of the laser
beam extraction from each single rod. A wider hexagonal reflector surrounding the rods
was adopted, with an apothem of 230 mm and length of 38.34 mm.
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To extract a single laser beam from an array of core-doped rods, the resonant cavity
was composed of a HR 1064 nm mirror, a certain number of rods (N), the fused silica
window with a HR 1064 nm coating on its lower face, a set of horizontal HR 1064 nm
folding mirrors (the amount of which differ depending on N), and a PR 1064 nm output
mirror. The optical axes of the HR and PR 1064 nm mirrors were aligned with those of the
outmost laser rods, while each horizontal HR 1064 nm folding mirror was placed between
the lower end faces of two adjacent rods. Furthermore, in this case, the upper end face of
each rod presented an antireflective (AR) at 1064 nm coating to allow the transmission of
the laser beam toward the HR 1064 nm coating on the lower face of the fused silica window.
The latter and the horizontal HR 1064 nm mirrors were essential in folding the laser light
from one rod to the next one.

Considering the central row of the solar laser head as row 0, arrays with different N
from this row were tested in order to determine which N led to the highest TEM00-mode
laser power production. For 3.5 mm diameter, 45 mm length Nd:YAG cores, N = 12 was
the optimal number of rods, possibly generating 157.14 W of TEM00-mode laser power.
For this reason, N = 12 was used in every row that had at least this number of rods. For
rows −17 to −9 and 9 to 17, the maximum N possible was used, varying from N = 8 to
11 rods. From the 399 rods, only 23 remained, positioned in rows −6 to 6, so they were
split into two arrays of N = 10 and 13, employing a similar procedure for the extraction of
the merged laser to those illustrated in Figure 7.

For the numerical analysis of the merged laser beam performance, a new method
was adopted to acquire the text file with the absorbed pump flux/volume data to be
imported into LASCAD™, because this software only allows the analysis of a single file.
The following steps (Figure 8) were taken:

1. In Zemax®, a long detector volume was added for each of the N Nd:YAG cores of
the array. Its length (LDET) was N × LROD, with LROD being the rod length. The
number of pixels in the z-axis was N × PZ, with PZ being the number of pixels from
the previous case of laser beam extraction from each rod. Each Nd:YAG core occupied
a different portion of the corresponding detector.

2. After running the Zemax® simulation, N text files were exported, with the absorbed
pump flux/volume data from each detector volume.

3. Tables with information about each z-plane and voxel are crucial for the LASCAD™
analysis. Therefore, the lines with z-plane and voxel data from the different N
text files were copied to replace the empty ones in the text file from one of the
detectors. In Figure 8, the data from the detectors of rods 2 to 11 were used to
replace the corresponding lines in the text file from rod 1 detector, since it already
contained the absorbed pump flux/volume data of the Nd:YAG core in the detector
volume’s first portion. This helped in maintaining the same structure of a typical file
directly exported from a detector volume in Zemax®. This single text file, with all the
information of the core-doped Nd:YAG rods, was then imported into LASCAD™.

This resulted in a more compact laser resonator in LASCAD™ composed of the HR
and PR 1064 nm mirrors, whose optical axes were aligned with that of the inclined laser
rods 1 and 11, respectively, and a single laser rod with length equal to the sum of the lengths
of each core-doped Nd:YAG rod of the array, as illustrated in Figure 9a for the merged laser
beam of the N = 11 array in row 9. The total absorbed solar pump power for this single rod
corresponded to the sum of the total pump power absorbed by each of the 11 rods. It is
worth noting that the numerical analysis of the merged laser beams took into consideration
the laser beam transmission losses (absorption, scattering, and diffraction) through both
the Nd:YAG cores and the cooling water, as well as imperfections in the AR coatings on the
end faces of the laser media and the HR coatings on the folding mirrors. For example, total
round-trip loss of 32.2% was calculated for the merged TEM00-mode laser beam from the
N = 11 array in row 9, as shown in Figure 9a, resulting in maximum solar laser power of
153.69 W in fundamental mode regime (Figure 9b). M2

x = 1.12, M2
y = 1.01 laser beam quality

factors were numerically found for this case. By using the beam propagation method in
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LASCAD™, a near-Gaussian profile (Figure 9b) with beam waist radius of about 70.5 µm
(Figure 9c) was numerically obtained at the PR 1064 nm output mirror, after several laser
cavity iterations.
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Figure 8. Simplified diagram of the process of combination of text files exported from Zemax® for
LASCAD™ analysis of the extraction of a merged laser beam from an array with 11 rods. In this
configuration, the HR and PR 1064 nm mirrors are closer to rod 1 and 11, respectively. The data
presented in this diagram are for illustrative purposes only.

An analysis of the thermal induced effects on the N = 11 array of row 9 is presented in
Figure 10. It shows that the maximum heat load (0.16 W/mm3) and temperature (313 K) did
not increase substantially in relation to the values observed with only a single Nd:YAG core.
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The stress intensity (20.35 N/mm2) rose over two times from the previously mentioned
value, albeit still being considerably below the stress fracture limit of the Nd:YAG material.
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Figure 10. LASCAD™ analysis of heat load, temperature and stress intensity distribution in the N = 11 array of row 9.

The TEM00-mode laser performance for five arrays of different N is detailed in Figure 7.
With the laser beam merging technique, Gaussian laser beams of good quality with high
TEM00-mode power, and consequently, high brightness were attained, since it provided
a better overlap between the pump and the fundamental mode volumes. Out of those
five arrays, the N = 8 array of row 16 contributed with the lowest TEM00-mode power of
99.28 W, which is 11.71 times greater than the 8.48 W total power from eight individual
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TEM00-mode laser beams (8 × 1.06 W). With the N = 12 array of row 0, the highest value
of 157.14 W was obtained, corresponding to an increase of 12.35 times over the 12.72 W
total power from twelve individual TEM00-mode laser beams. The greatest enhancement,
however, was achieved with the N = 9 array of row 14, which is 15.40 times higher than the
9.74 W total power from nine individual TEM00-mode laser beams. The highest brightness
figure of merit of 147.74 W was attained with the N = 11 array of row 9, which corresponds
to a 182-fold increase over that from a single core-doped Nd:YAG rod. It is also 23 times
higher than the experimental record of 6.46 W [16].

The TEM00-mode and multimode laser power numerically extracted from each of the
37 arrays are presented in Figure 11. Despite the nearly uniform profile at the output end
face of the homogenizer, a small difference in TEM00-mode and multimode laser power
from arrays with equal N was observed as a consequence of the position of certain rods
that could not be placed in their entirety directly below the homogenizer’s output face.
Nevertheless, 5.2 kW total TEM00-mode laser power may be extracted from 37 merged laser
beams, corresponding to an improvement of three times in relation to the 1.8 kW attained
before beam merging. Total multimode laser power of 8.6 kW was also determined.
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5. Conclusions

A multirod solar laser station concept was introduced to enable the production of high
TEM00-mode solar laser output power and beam brightness in MWSF. It was composed of
a hexagonal shaped solar flux homogenizer with a fused silica window at its output end
face, and 1657 core-doped Nd:YAG rods surrounded by a hexagonal reflector. The presence
of the homogenizer facilitated the distribution of nearly the same amount of solar power to
pump each rod and the substantial mitigation of the thermal lensing effects on each one, to
the point that they were much less pronounced than in [38]. This facilitated the use of thin
rods and long resonator cavities that are necessary to efficiently extract TEM00-mode solar
laser beams. With 3.5 mm diameter, 45 mm length Nd:YAG cores, a total laser power of
1.8 kW was numerically achieved.

The rod tilting and distance from the fused silica window may allow the possibility of
employing a novel zigzag laser beam merging technique to boost the total TEM00-mode
solar laser output power and the beam brightness even further, despite having to reduce
the number of rods from 1657 to 399. Not only was the TEM00-mode power improved
by three times, to 5.2 kW, from 37 merged laser beams, but the highest solar laser beam
brightness figure of merit of about 148 W was also numerically determined, corresponding
to a radical improvement of 23 times in relation to the previous experimental record [16].
The extraction of several high-power Gaussian TEM00-mode solar laser beams of good
quality and, thus, high brightness could greatly decrease the production costs with high-
power lasers, paving the way for the future application of this renewable energy system in
the industrial sector, as well as its expansion worldwide.
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